
Bredal  conveyor belt
FOR BREDAL TYPE K�� / K�� / K��

The conveyor belt is easy to mount on the Bredal trailer spreaders of the K-line with PTO driven spreading, or 
by mounting a hydraulic motor if the trailer has ground speed related spreading. The conveyor belts are easily 
mounted/dismounted and a spreading device can be mounted instead, for spreading lime, fertilizer, compost 
etc. or the winter kit for sand/salt spreading can be mounted as well.
� For back � lling of ditches for district heating pipes, gas, electricity, drainage etc. 
� Distribution of sand gravel, asphalt etc. 
� For � lling of big bags 
� For conveying materials into existing buildings 
� Conveying capacity up to 1000 litres pr. minute 
� Length of conveyor belt 4,2 meters 
� Width of conveyor belt 400 mm 
� Working area 70° to each side from mounting point 
� Simple and robust construction 
� For mounting on the K-line and the older B48-B100

Bredal K�� sand conveyor

Bredal  s ide conveyor
The side conveyor are to be mounted on all Bredal K- spreaders. The system can be used on either on K-sprea-
ders with PTO driven spreading, or by a hydraulic motor on trailers with ground speed related spreading.
� Can be mounted with an extension for 2,5 m. 
� The horizontal mounted belt, movable 700 mm. 
� Width of conveyor belt 400 mm 
� Easily mounted/dismounted for other job, with spreading device or winter kit
� Conveying capacity up to 1000 litres. 




